
Spokane River Basin SWSI Adequate Water Supply Not Available or Known

Station ID Station Name   Period Data Type Years

# of 

Years

12419000 Spokane R nr Post Falls Jul-Sep strm 1981-2015 35 Units KAF

12415500 Coeur D'Alene Lake 30-Jun resv 1981-2015 35 Units KAF

ENSO Classification

SE Strong El Nino - EN Mild El Nino - N Neutral - LN Mild La Nina - SL Strong La Nina               

Rank Year Enso

Stream Flow 

Jul-Sep

Reservoir 

30-Jun

Streamflow + 

Reservoir 

Sum

Non-

Exceedance 

Probability SWSI

1 2011 SL 516 224 740 97% 3.9

2 1997 N 401 233 634 94% 3.7

3 1983 SE 367 234 602 92% 3.5

4 1993 EN 359 230 589 89% 3.2

5 2008 N 377 209 586 86% 3.0

6 1999 SL 356 210 567 83% 2.8

7 1991 N 317 236 553 81% 2.5

8 2012 LN 309 223 533 78% 2.3

9 2002 N 305 227 532 75% 2.1

10 1981 N 293 236 529 72% 1.9

11 1982 N 315 214 529 69% 1.6

12 1984 N 277 232 509 67% 1.4

13 1990 N 262 234 496 64% 1.2

14 2010 EN 258 231 489 61% 0.9

15 2004 N 227 236 464 58% 0.7

16 1985 N 211 234 445 56% 0.5

17 1995 SE 210 233 443 53% 0.2

18 1996 N 207 229 436 50% 0.0

19 1989 SL 195 237 431 47% -0.2

20 2014 N 198 228 426 44% -0.5

21 2000 N 189 233 422 42% -0.7

22 1998 SE 184 229 413 39% -0.9

23 2013 N 180 231 411 36% -1.2

24 2009 N 180 228 408 33% -1.4

25 2006 N 170 235 405 31% -1.6

26 1992 EN 143 233 376 28% -1.9

27 1986 N 143 231 374 25% -2.1

28 2005 EN 126 237 362 22% -2.3

29 1987 N 112 234 346 19% -2.5

30 1988 SE 113 232 345 17% -2.8

31 2003 EN 99 231 330 14% -3.0

32 2007 EN 93 235 328 11% -3.2

33 2001 LN 93 235 328 8% -3.5

34 1994 SE 83 233 315 6% -3.7

2016 Streamflow Forecast SE 78 235 313 4% -3.8

35 2015 EN 46 231 277 3% -3.9


